
NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES AND ELEVATIONS IN METRES  UNLESS OTHERWISE SPECIFIED

2. R.D.OF FEROZEPUR FEEDER LOWER IS IN FEET.

3. THE WIDTH AND LEVELS OF POWER HOUSE INTAKE, HEAD RACE AND  TAIL RACE ARE  SUBJECT TO

    MINOR VARIATIONS AS PER MANUFA CTURER'S DATA.

4. THE DRAWING SHOWS ONLY THE HYDRAULIC PARAMETERS, STRUCTURAL DETAILS SHALL BE SHOWN

    IN SUBSEQUENT DRAWINGS.

5. THE APPROACHES TO THE VILLAGE ROAD  SHALL BE PROVIDED  AS PER I.R.C. STANDARDS.

6. NORMAL LINING CONSISTS OF 115 MM THICK BRICK LINING IN HERRING BONE BOND IN 1:3 CEMENT

   MORTAR LAID OVER 10 MM THICK 1:3 CEMENT PLASTER OVER 12 MM THICK 1:5 CEMENT PLASTER OVER

   SUB GRADE AFTER DRESSING OF BED AND SIDE SLOPE TO THE REQUIRED SLOPE OR 100 MM THICK

   CEMENT CONCRETE M-15 OVER PROPERLY DRESSED BED AND SIDE SLOPE.

7. SPECIAL LINING SHALL CONSISTS  OF 115 MM THICK BRICK LINING IN HERRING BONE BOND IN CM 1:3

   LAID OVER 75 MM THICK CEMENT CONCRETE M-10 AFTER DRESSING OF BED AND SIDE SLOPE OR 150 MM

   THICK CC.M-15  OVER PROPERLY DRESSED BED/SIDE SLOPE.


